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ST413x
Blind Control Center 

with 9.7“ Touch-Display

Blind Control Center with 9.7“ Touch-Display for optimal 
automatic sun shading and sun tracking. Based on iPad  
with a wall mounting solution (glass frame for flush and fixed 
installation) and ScreenTronic App, which is additional optimized 
to control blinds in insulating glass.

Technical Features:
• Unlimited number of blind control groups (for direct control 

and monitoring of blind groups)
• Automatic groups for (room by room) definition of the blind 

situation (e.g. room orientation) and control of the automatic 
sun shading / sun tracking (number of possible automatic 
groups according to additional license ST481x).

• Graphical and intuitive user interface
• Communication interfaces:  

KNX IP (Routing and Tunneling) and CONTROLtronic IP
• Optimized for actuators ST2134 and ST3134

Scope of delivery:
• Glass Pad – wall mounting solution 

(consists of glass frame and flush mounting box)
• iPad 9,7“
• ScreenTronic App
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ST413x    Blind Control Center with 9.7“ Touch-Display

Description Order No.
Blind Control Center with 9.7“ Touch-Display white ST4131
Blind Control Center with 9.7“ Touch-Display black ST4132

Description Order No.
ScreenControl Blind Automation License max. 4 control groups ST4811
ScreenControl Blind Automation License max. 10 control groups ST4812
ScreenControl Blind Automation License max. 100 control groups ST4814
ScreenControl Blind Automation License max. 250 control groups ST4815
ScreenControl Blind Automation License max. 500 control groups ST4816
ScreenControl Blind Automation License unlimted control groups ST4818

ScreenControl Blind Automation LICENSES
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Optional: 
WiFi Connection to ST41xx
or additional Smart Devices

ST4234 
Weather Station Module
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IPR.1.5.2 
KNX IP Router

Notes: 
A WiFi network is required (WiFi Access Point) for communication (KNX IP or CONTROLtronic IP). 
KNX IP Interface or KNX IP Router and KNX Power Supply is required for the connection with KNX TP installation.
AppleID is required (internet access and email address is required for creating AppleID).
Internet access is required for ScreenTronic App licensing (one time).
For automatic functions (sun shading and sun tracking) weather station (ST4234 + ST4281 or compatible KNX weather 
station) and additional ScreenControl license ST481x is required.


